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The B4 is the compact, entry-level model of the B-Series 
family and offers a high degree of flexibility. Thanks to its 
modular design and the available options, you can choose 
from a wide range of possibilities for assembling a modern, 
customised device.

Benefits at a glance
• Simple and solid entry-level model
• Suitable for everyday use thanks to compact design
• Spring-loaded drive unit bracket ensures driving comfort
• User-oriented configuration possible; warehouse models

also offered for quick availability
• Very easy to service
• High-performance 4-pole drive motors

For more flexibility

Stocked equipment Model B4R
• Up to 140kg User Weight
• 10 km/hr
• Rear suspension
• 62 AH Gel batteries
• 8A battery charger
• Standard seat , Large
• Aluminium footplates
• 9" casters puncture proof
• 14" rear wheel puncture proof
• Standard arm rests
• Lap Belt with rewinder metal buckle
• Tie down points
• R-net LED-L (90A) controller,max 2 power functions
• Seat tilt 45°

• Back upholstery, adaptable
•  Hooks for back pack
•  Headrest assy
•  Mechanical back angle
•  Black tyres



•	� USB charging receptacles •	� Curb climbing assist

•	� Battery easy to remove•	� Magnetic LED lighting

Technical data

Speeds 10 km/h

Battery capacity Gel 62 Ah

Range (according to ISO 7176-4) up to 35 km with Gel 62 Ah batteries

Control device R-net

Max. load 140 kg

Obstacle height the wheelchair is able to overcome 50 mm, optionally 85 or 90 mm

Nominal climbing ability (acc. to ISO 7176-2) 7° (12%)

Overall width 595 mm

Min. turning radius (acc. to ISO 7176-5) 800 mm

Seat height (depending on seating solution) 460 mm

Seat width 460 mm

Seat depth 460 mm

Back support angle -9° to +30° mechanical

Seat tilt 45° electric

Seat inclination -3° / 0° / 3° / 6° / 9°

Back support height 450 – 550 mm

Lower leg length 400 mm adjustable

Weight when empty from 93.5 kg

Highlights
•	 VR2 control device
•	 Performance and high-performance  

4-pole motors
•	 Drive wheel suspension
•	 Modular seating solutions (standard seats 

available in four sizes, VAS, contour)
•	 Electric seat tilt (20° / 45°)
•	 Electric back support angle adjustment (30°)
•	 Electrically elevating leg supports  

(90° to 170°)
•	 Seat lift / tilt mechanism (35 cm and 45°)
•	 Transportation safety in accordance with 

ISO 7176-19 
•	 USB charging receptacles, e.g. for mobile 

phones
•	 Luggage carrier
•	 Connection to Dahl Docking System


